
COLLECTION L U X U R Y  S O U N D  O N  W A T E R  O R  L A N D  B Y  O R I G I N  A C O U S T I C S .  

Travel The Seven Seas With The New Explorer Collection !

Find out more at www.originacoustics.com 

The Explorer Collection of loudspeakers from Origin Acoustics were developed to withstand 

the harsh conditions found in marine environments. This includes exposure to saltwater, 

extreme temperature changes and airborne humidity. They will produce amazing musical 

fidelity while spending family time on the lake or a trip on the open sea and they have the 

build quality to last for years in these situations.

 

Utilizing a unique Weather proof coating, careful attention has been taken to protect every 

component in the speaker system from the electro-mechanical driver elements to the 

crossover networks. Stainless steel fasteners and connectors have been selected to enhance 

wire connections and overall system durability.  Now you can experience the incredible 

sound quality we are known for while enjoying your time on the water.



D65EX
•  Woofer: 6 1/2” IMG Pivoting                                                      •  Diameter:  9 5/8”(244mm)
•  Tweeter: 1” Silk DPSD Multi-motion Pivoting                  •  Grille Diameter: 10” (254mm)                                       
•  Frequency Response: 45Hz-20kHz                                      •  Cutout Diameter: 8 3/4”(222mm)     
•  Power Handling: 25-140 Watts                                               •  Mounting Depth: 4 9/16” (116mm)                                                            

C65EX

D83EX

D83DT/SUR EX

D83AEX

D85EX

D105EX

E X P L O R E R  C O L L E C T I O N  S P E C I F I C A T I O N S

•  Woofer: 4 x 8” IMG                                                                       •  Dimensions: 5 1/2 x 11 3/4” (140 x 300mm)
•  Tweeter: 1” Silk DPSD™ Pivoting                                           •  Grille Dimensions:  5 7/8  x 12 1/4” (149 x 311mm) 
•  Frequency Response: 45Hz-20kHz                                       •  Cutout Dimensions: 4 5/8  x 11”(118 x 278mm)     
•  Power Handling: 25-110 Watts                                              •  Mounting Depth:  3 3/4” (95mm)  

•  Woofer: 8” IMG                                                                            •   Diameter: 9 5/8” (244mm)

•  Tweeter: 1” Aluminum                                                             •   Grille Diameter:  10” (254mm) 

•  Frequency Response: 38Hz-20kHz                                      •   Cutout Diameter: 8 3/4” (222mm)            

•  Power Handling: 50-125 Watts                                              •  Mounting Depth: 4 1/8” (105mm)

•  Woofer: 8” IMG                                                                             •   Diameter: 9 5/8” (244mm)    

•  Tweeter: Dual 1” Aluminum                                                    •   Grille Diameter: 10” (254mm)                                                                             

•  Frequency Response: 38Hz-20kHz                                      •   Cutout Diameter: 8 3/4” (222mm)     

•  Power Handling: 50-125 Watts                                             •   Mounting Depth:  4 9/32” (109mm)  

•  Woofer: 8” IMG - Fixed Angle                                                   •  Diameter: 9 5/8” (244mm)

•  Tweeter: 1” Aluminum                                                              •   Grille Diameter:  10” (254mm) 

•  Frequency Response: 38Hz-20kHz                                       •   Cutout Diameter: 8 3/4” (222mm)            

•  Power Handling: 50-125 Watts                                             •   Mounting Depth: 4 1/8” (105mm) 

•  Woofer: 8” IMG                                                                            •  Diameter: 9 5/8” (244mm)  

•  Mid-Range: 4” IMG Multi-motion Pivoting                        •  Grille Diameter: 10” (254mm)   

•  Tweeter: 1” Silk DPSD Multi-motion Pivoting                 •  Cutout Diameter: 8 3/4” (222mm)             

•  Frequency Response: 36Hz-20kHz                                      •  Mounting Depth: 5 19/32” (142mm)

•  Power Handling: 50-150Watts                                           

•  Woofer: 10” IMG                                                                          •  Diameter: 11 1/4” (286mm) 

•  Mid-Range: 4” IMG Multi-motion Pivoting                        •  Grille Diameter: 11 21/32” (296mm) 

•  Tweeter: 1” Silk DPSD Multi-motion Pivoting                  •  Cutout Diameter: 10 3/8” (264mm)           

•  Frequency Response: 28Hz-20kHz                                      •  Mounting Depth: 6 7/32” (158mm) 

•  Power Handling: 50-175 Watts                                        


